
Cutting-edge sterilization 
technology designed to 
offer the utmost in safety 
and efficiency.





Introducing our innovative 
Plasma Sterilizer

Discover cutting-edge sterilization 
technology with our Plasma Sterilizer, 
designed to offer the utmost in safety and 
efficiency.
Our state-of-the-art sterilization chamber 
provides a range of sizes to suit your 
specific needs, from 50 to 160 liters. For 
custom requirements, we're happy to 
accommodate your requests.
Crafted from non-corrosive aluminum, the 
sterilization chamber guarantees long- 
lasting performance. Cleaning is a breeze 
with its easy-to-remove internal cover, 
and you'll find it equipped with a holder 
for two loading shelves. The ergonomic 
design ensures a seamless loading and 
unloading process.

The Plasma Sterilizer boasts a secure 
clamp system for all mechanical 
connections, and you'll appreciate the 
durability of stainless steel tubes, unions, 
and clamps.

When it comes to doors, our Plasma 
Sterilizer features only automatic options, 
available as single or double doors. The 
robust, non-corrosive aluminum doors are 
equipped with an interlock system to 
enhance safety. They provide automatic 
verification of their positions and even 
offer screen notifications for automatic 
door closing.

Safety measures are in place to prevent 
pinching during door closure, and a 
pedal- activated sliding door opening 
system adds to the convenience.

The Plasma Sterilizer also features an 
Intelligent Sliding Door Control System 
(I_SD_C) for further safety precautions. 

This system ensures that the clean-side 
sliding door won't open during test cycles or in 
the event of a failed or aborted cycle. It also 
prevents the clean-side door from opening if 
the unclean side door is closing automatically 
after 10 minutes to conserve energy. 
Countdown timers and acoustic warnings ensure 
you're informed throughout the process.

The housing of the Plasma Sterilizer is robust, 
constructed with stainless steel panels and 
structure. Service-friendly panels with accessible 
knobs make maintenance a breeze, and you 
won't find any sharp edges that could pose a 
risk to operators.
The compact external dimensions ensure it fits 
comfortably in your space, with wheels and 
supporting feet for easy mobility.
Among its key features, the Plasma Sterilizer 
boasts a automatic sterilizing agent refilling 
system.

This system eliminates direct operator contact 
with the chemical product and is designed with 
convenience in mind.

The sterilizing agent refilling system also 
accommodates drawers with holders for 
sterilizing agent bottles and offers bottle 
perforation. RFID recognition ensures accurate 
and efficient refilling.

Experience the future of sterilization with our 
Plasma Sterilizer, where advanced technology, 
safety, and ease of use converge to offer a seamless 
and efficient solution for your sterilization 
needs.
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Our Plasma Sterilizer is renowned for providing a high level of disinfection. 
This exceptional performance extends to its usage with endoscopes and various 
senicritical instruments, making it a valuable addition to any healthcare setting

Efficient penetration in long lumen (10 meter extension with 1 mm diameter with 
both ends open and 3 meter extension with 1 mm diameter with one end open) 

Efficient sterilization of endoscopes
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Process monitored with H O Biological and Chemical Indicators 2 2

Available for testing with Biological and Chemical Indicators 

Automatic refilling system 
The operator never gets in direct contact with the chemical product 
Supplying System located under the waistline 
Sterilizing agent tank 
The sterilizing agent in the tank keeps all its properties 
Drawer with a holder for the sterilizing agent bottle. 
Automatic perforation of the recharge bottle 
All liquid of the recharge bottle is sucked into the tank 
Recognition of recharge bottles by RFID 
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 For technicians, including the possibility of using it as remote software (available for 
distributors under agreement)

- PC software for the sterilizer operator enables the operator to link the graphic cycles 
to a specific load, providing information about the load type, department, and operator. This software allows the 
user to save the file in PDF format and send it to any computer within the institution.
Furthermore, it provides the operator with the ability to monitor temperature and pressure values at any point on 
the graphic, and it offers the option to customize the desktop image as well as extend or shorten the graphs. 
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Plasma generator is located outside the sterilization chamber.

Materials are not damaged by any radiation.
Plasma generator is equipped with temperature sensor.
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Made of non-corrosive aluminium 
Chamber internal cover removable for easy cleaning, with holder for two loading shelves 
Ergonomic chamber loading unloading position 
All mechanic connections by clamp system 
All tubes, unions and clamps are made of stainless steel. 

Automatic (single or double) and made of non-corrosive aluminium; 
With Interlock System; 
Automatic Veri�cation of the doors' position; 
Timing and notice of automatic door closing on the screen; 
Safety System avoiding pinching during door closing; 
Sliding door opening system activated by pedal; 
Controlled automatic heating of the doors with energy saving system. 

Structure and panels made of stainless steel 
Panels with knobs that make the access for service very easy 
External parts and surfaces �nished with non alive edges 
Wheels with supporting feet on the four corners of the machine 

,
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No water needed 
No need of compressed air 
No need of drain 
No special ventilation is required 
Just electrical connection 
It can be installed anyplace: with its four wheels is very easy to move

Surgical instruments, �exible endoscopes, laparoscopy boxes, ophthalmology devices, 
cardiology devices, MIS devices, neurosurgery devices, otolaryngology devices, electric 
scalpels, electric cables, optic �bres, and all materials that are thermo-sensitive, and washed 
and disinfected by thermo chemical or chemical disinfection, at low temperature ( °60 C maximum); 

Can also sterilize materials that are also sterilized at °121 C; 
Packaging Materials that can be used: Polypropylene or Polyethylene sterilization pouches, 
reels and sheets. 

0111





C-
ST

-E
CP

-0
2-

20
25

info@sterifast.com www.sterifast.comZona Industrial Do Padrão 11 , 5460 -343 #­ NJ´ŵ ;­³ºÄzJӃ +351 276 418 287


